19970820.ba v01_n631.bam.970820 v01_n632.bam.970820

>From ???@??? Wed Aug 20 18:39:36 1997
Message-Id: <199708200502.AAA12000@sco.theporch.com>
Date: Wed, 20 Aug 1997 00:02:34 CDT
Subject: BOATANCHORS digest 1631

			    BOATANCHORS Digest 1631

Topics covered in this issue include:

  1) SCAFs.....
	by Stefan A Schulz <sas1757@tntech.edu>

----------------------------------------------------------------------

Date: Tue, 19 Aug 1997 23:47:31 -0500 (CDT)
From: Stefan A Schulz <sas1757@tntech.edu>
To: boat anchors <boatanchors@sco.theporch.com>
Subject: SCAFs.....
Message-ID: <Pine.PMDF.3.95.970819234606.539029030J-100000@tntech.edu>



Hey gang,
	I know this question is not tube related but I am looking for a
switched capacitor audio filter for use with a couple of BA RX's. I have
seen one that is a SSB CW filter with a LED bar graph showing the BW
cutoffs and bandwith. The filter has pots on the front to vary the
parameters. Any input welcome....


TNX and 73's



BABABABABABABABABBABABABABABABABABABABABABABA
BA                                         BA
BA             Stefan Schulz               BA
BA   Tennessee Technological University    BA
BA        Cookeville TN 38505-001          BA
BA          SAS1757@tntech.edu             BA
BA              Biochemistry               BA
BA              Astrophysics               BA
BA                                         BA
BABABABABABABABABABABABABABABABABABABABABABAB

                   Interests:
       regens, military radio, photography,
   and all that other related expensive stuff!
  







------------------------------

End of BOATANCHORS Digest 1631
******************************

>From ???@??? Thu Aug 21 08:32:40 1997
Message-Id: <199708210143.UAA22453@sco.theporch.com>
Date: Wed, 20 Aug 1997 20:43:33 CDT
Subject: BOATANCHORS digest 1632

			    BOATANCHORS Digest 1632

Topics covered in this issue include:

  1) Hamfest Report
	by Glenn Finerman <glennfin@worldnet.att.net>
  2) Re: Mitchell field
	by Dick Dillman <ddillman@igc.apc.org>
  3) Amphenol MS Connector Needed
	by rsolomon@tsd.textron.com
  4) HQ-110 parts
	by "Cheney,Charlie (NFSPOST1)" <ccheney@foxboro.com>
  5) Heathkit Manuals
	by Surplus Al <surplsal@tl.infi.net>
  6) FS:Cabinet for Knight-Kit "Space Spanner" receiver
	by jvercellino@sprynet.com
  7) Tube History
	by "Cheney,Charlie (NFSPOST1)" <ccheney@foxboro.com>
  8) Choice of 455kcs IF
	by GIBSON@ASTRA.LBL.GOV
  9) Improving ARC-5 Receiver Audio
	by arc5@ix.netcom.com
 10) J-36 Bug Information
	by arc5@ix.netcom.com
 11) Xtal trade, need 3530kc
	by sinned@VNET.IBM.COM
 12) More 615/VT235
	by Spencer Petri <spetri@e-tex.com>
 13) WS No 48 ??
	by BEN NOCK <G4BXD@compuserve.com>
 14) Q:  value of Hallicrafters SR-500 Tornado
	by David Ragsdale <doragsda@polymail.cpunix.calpoly.edu>
 15) Re: AF-67 on 50MC
	by berg stephen erik <z931086@corn.cso.niu.edu>
 16) Re: T for Tecraft or "Hon, what's all that noise down there? Are you OK?"
	by berg stephen erik <z931086@corn.cso.niu.edu>
 17) Re: Q:  value of Hallicrafters SR-500 Tornado
	by Hal Waite <halwaite@sprintmail.com>
 18) EF Johnson info needed
	by "David L. Thompson" <thompson@mindspring.com>
 19) Re: Testing a 26A7
	by Tom Norris <badger@telalink.net>
 20) CRT identification
	by Morris Odell <morriso@vifp.monash.edu.au>
 21) Re: EF Johnson info needed
	by Doug Hall <dhall@jps.com>
 22) Valiant Switch Change-out
	by "Allan Fritsche" <fritsche@msn.com>
 23) RE: QSL Card Art.
	by Ed Sieb <esieb@gmsiworld.com>
 24) Re: value of Hallicrafters SR-500 Tornado
	by Jim Lockwood <jml@innercite.com>
 25) RE: Apache from hell
	by Ed Sieb <esieb@gmsiworld.com>
 26) RE: Apache from hell
	by Ed Sieb <esieb@gmsiworld.com>
 27) Stancor P-6170
	by Tom Boyd <tdb@reallink.com>
 28) B-29 Copies
	by n5off@w5ddl.aara.org
 29) Re: Apache from hell
	by kb5wwo@juno.com (George Folse)
 30) Re: Choice of 455kcs IF
	by bdhall@ghg.net (Benjamin D. Hall)

----------------------------------------------------------------------

Date: Wed, 20 Aug 1997 00:56:05 -0700
From: Glenn Finerman <glennfin@worldnet.att.net>
To: Boatanchors List <boatanchors@theporch.com>
Subject: Hamfest Report
Message-ID: <33FAA315.66D4@worldnet.att.net>

As I promised, a report on the Oakland NJ Hamfest
last Saturday. VERY HOT, VERY HUMID!!!! YECH!!
well, at least it didn't rain. Lots of boatanchors,
tubes and test equipment. Here's what I saw....

Swan 250C with supply and 10D mike, good shape $160 (no sale)
Heath SB-102 with supply, Excellent shape $195 (sold)
Hallicrafters T-O keyer, good condition $45 (no sale)
Hallicrafters HT-40, almost mint $95 (sold)
Collins 75A-3, good shape $375 (no sale)
Heath SB-200, very ratty looking $325 (two of them!)(no way)
(3) RME preselectors, looked to be excellent $30 ea. (1 sold)
Hallicrafters S-53, fair shape $45 (no sale)
Heath SB-401 with xtal pack, good shape $100 (no sale)
Drake R4B-T4XB-AC4-MS4, very dirty but good shape $225 (no sale)
Collins 75S-1 with Waters rejection tuning, mint! $300 (no sale!)
Collins 75A-4 with 3 filters, absolute mint!! beauty! $800 (no sale!)
B&W 51SB sideband adapter, almost mint $125 (no sale)
Hallicrafters HT-17 exciter! fair to good shape $40 (no sale?) 
Heath DX-60, HG10 almost mint $120 (very tempted!)(no sale)
Johnson Viking II CD Excellent $120 (sold?)
Collins 30L-1, excellent shape $500 (no sale)
ART-13, fair to good shape with homebrew supply $160 (no sale)
"Gibson Girl" distress transmitter, good shape $50

I had to hold myself back! I really want an ART-13, but I'm 
holding out for one in excellent condition... The 75S-1 was
also calling me from across the hamfest, but I resisted!..
Couldn't resist the almost new Wells Gardner made BC-348J with
matching LS-3 (made by Hallicrafters!) speaker. My first
military receiver!. This one looks like it just came out of the
box (or crate). Someone installed an AC supply in place of the
dynamotor, but it looks like a good job. Very nice!, all I need
is that ART-13 and I'm ready for the east coast military net.
(copy that Chris?) Picked up another Vibroplex. Chrome Original
with the shorting bar. Needs new finger & thumb pieces. Should
shine up nice. Also bought something I've been looking for,,
A Heath HX-20!! Very dirty and cabinet needs a repaint but will
clean up well. Anyone have a manual I can copy?? Also came home
with two mikes for the collection, A D-104 on a "G" stand,
missing two head screws and a Crystal mike made in Japan for
Olson electronics. Very pretty copy of the RCA 77-DX ribbon
mike. (The one David Letterman bangs his pencil on?) Nice chrome
plating! still in the original box!
All in all, it was a great hamfest for Boatanchors!


-- 
73..............Glenn N2BJG   glennfin@worldnet.att.net

 Owner/operator of the N2BJG 10 meter beacon = 28.219 Mhz. 
 (24hrs a day, 7 days a week) Please QSL!!!

------------------------------

Date: Tue, 19 Aug 1997 22:30:18 -0700 (PDT)
From: Dick Dillman <ddillman@igc.apc.org>
To: w2ec@VNET.IBM.COM, Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Mitchell field
Message-ID: <2.2.16.19970819222855.3e2f8bfa@pop.igc.org>

At 10:10 PM 8/19/97 EDT, w2ec@VNET.IBM.COM wrote:

>As a young CAP cadet wannabe I remember being at Mitchell Field in the
>50's. The CAP radio station was in the same building (shared the equipment
>with a MARS station) but it's been too long to remember what building.

That would have been in a building in the so-called Santini Area if I
remember correctly.  I was only in the MARS building a couple of times.  I
don't remember seeing the CAP installation.

I hung out at the ham station on the field, K2AIR operated at the time by
Bob Dittis or Dittus.  I don't remember his personal call.  The equipment
was the Eldico S-Line clone system.

But mainly I was at Air Explorer Squadron 466, also in a building in the
Santini Area.  466 was devoted entirely to radio and was heaven for us
radio-oriented kids.  The call of the man who ran it was K2BKO but I can't
quite remember his name.  Were you aware of 466?

By the way, to be strictly correct Mitchel has only one l.  The base was not
named after Billy Mitchell as most seemed to think at the time but rather
after another airman.  I had a brochure about Mitchel around here but
couldn't find it when I looked a moment ago.


>For the person who asked, this Mitchell Field is/was an Air Force Base on
>Long Island, NY and for you that were "really there", here's a trivia question.
>
>?? What was the Mitchell Beacon ??

Hmmm... you mean the radio beacon, I presume?  If so you have me stumped.
But if you mean the rotating light beacon it was located on the tall coal
elevators and flashed its one green, two white signal right into my bedroom
window.


Regards,

Dick



                                     Dick Dillman
                                <ddillman@igc.apc.org>
                                    WPE2VT  W6AWO
                              Collector Of Heavy Metal:
                        Harleys, Willys and Radios Over 100lbs.


------------------------------

Date: Wed, 20 Aug 97 08:30:41 EDT
From: rsolomon@tsd.textron.com
To: boatanchors@theporch.com
Subject: Amphenol MS Connector Needed
Message-ID: <9707208720.AA872091330@cctds.tsd.textron.com>

     Not wanting to deface my "new" SP-600JX-17, I find I need an 
     Amphenol Connector (MS type I think) for the AC input. My 
     eyes cannot quite read the small print inside the conn- 
     ector (while balancing a 65# radio!!) but it is a round 
     connector, about 1 1/8" od, with two male pins spaced 5/16" 
     in the center. So I need the female mate to it. Anyone out 
     there have such a critter ? I will try to get a better look 
     at the connector tonight.
     
                Tnx, Dick, W1KSZ


------------------------------

Date: Wed, 20 Aug 1997 08:35:22 -0400
From: "Cheney,Charlie (NFSPOST1)" <ccheney@foxboro.com>
To: "'boatanchors@sco.thePorch.com'" <boatanchors@sco.thePorch.com>
Subject: HQ-110 parts
Message-ID: <c=US%a=_%p=SCD%l=SCD/FOXBORO/0001FA9F@xchange_fox.foxboro.com>

To all who inquired about parts:

Thank you for your interest. I'll be attacking the carcass this weekend
and trying to match up requests. So far no two people have asked for the
same thing! Sorry to be slow but in the middle of a job change so "free"
time ain't cheap! 

73,
Charlie  AA1HB

------------------------------

Date: Wed, 20 Aug 1997 04:35:54 -0400
From: Surplus Al <surplsal@tl.infi.net>
To: boatanchors@theporch.com
Subject: Heathkit Manuals
Message-ID: <33FAAC6A.6531@tl.infi.net>

Excess Heathkit Manuals. All good condx.Postage included.
Assembly Manual Model DX-60 Phone & Xmtr Manual  $10.00
Power Converter  MP-10  $8.00
Send Email for more listings   73  Al

------------------------------

Date: Wed, 20 Aug 1997 05:58:32 -0700
From: jvercellino@sprynet.com
To: BOATANCHORS@LISTSERV.TEMPE.GOV, Ham-BoatAnchors@ucsd.edu
Cc: Boatanchors@sco.theporch.com
Subject: FS:Cabinet for Knight-Kit "Space Spanner" receiver
Message-ID: <199708201258.FAA18836@m1.sprynet.com>

I have an extra cabinet for a Knight-Kit "Space Spanner" receiver.  I would
rate it a 6 on a 10 scale.  The cabinet is covered with a light grey leatherette
and outside of corner wear, there are no tears.

There are two holes in one side which appeared to be for some screws, and there
are three half-inch holes on the back which have been filled.  

$10 plus shipping from 60516-3114 or trade for Knight-kit or Allied Radio
stuff.  Contact me at jvercellino@sprynet.com.

73, John	WB9OVV

------------------------------

Date: Wed, 20 Aug 1997 10:37:52 -0400
From: "Cheney,Charlie (NFSPOST1)" <ccheney@foxboro.com>
To: "'boatanchors@sco.thePorch.com'" <boatanchors@sco.thePorch.com>
Subject: Tube History
Message-ID: <c=US%a=_%p=SCD%l=SCD/FOXBORO/0001317D@xchange_fox.foxboro.com>

This may be old hat to most everyone else on the list, but I found the
article about the 6L6 and its descendents in the Sept 97 CQ magazine to
be interesting and informative.

Charlie  AA1HB


------------------------------

Date: Wed, 20 Aug 1997 8:04:27 -0700 (PDT)
From: GIBSON@ASTRA.LBL.GOV
To: boatanchors@theporch.com
Subject: Choice of 455kcs IF
Message-ID: <970820080427.20401bb2@ASTRA.LBL.GOV>


  There is a very good reason for the last digit of the IF frequency being
a 5. US AM band transmitters are spaced every 10kcs so if two strong local
stations say 1490 and 1040kcs get on the mixer grid they produce a beat of
450kcs. Likewise 1490 and 1030kcs produce 460kcs. Always a beat of multiples
of 10kcs i.e. . . . 440,450,460,470. . . .
  This way the simple "All American Five" radio avoids birdies with its
IF of 455kcs.
                  John Gibson, Berkeley, Calif.

  P.S. Still looking for a service manual for a Gonset G-43. I do have
the schematic.


------------------------------

Date: Wed, 20 Aug 1997 12:22:36 -0500 (CDT)
From: arc5@ix.netcom.com
To: ac5p@ionet.net
Subject: Improving ARC-5 Receiver Audio
Message-ID: <1997820113229411478@ix.netcom.com>

(Copied to the list for general information)

>Dave,
>
>Got any suggestions for getting better or more audio
>out of the 12A6 PA into a speaker?...
>What do you use for a matching transformer?...
(this discussion concerns a BC-455, and assumes
  all parts except those discussed are good d.s.)

You can get loads of very high quality audio out of a
Command Set receiver.  I'd love to do a serious comparison
of Command Set audio, BC-348 audio and any Collins
rig going. Just as long as the Glass Audio weenies didn't
find out.  Now, that's given that:

1. All the old bathtub caps have been replaced.
2. The output is properly matched to your speaker.
3. The Mixer, IF strip and BFO are properly aligned.

Let's cover these one at a time.

1.  You really can't avoid this one.  If you want to get
it going fast without reworking the original caps, which
is what lunatics like me do, then go down to your nearest
electronic supply house with this shopping list:

     a.  (12).047ufd @ 300 VDC(or more, obviously).  
     b.  (1) .01 ufd @ 300 VDC
     c.  (3) .22 ufd @ 300 VDC
     d.  (1)   3 ufd @ 300 VDC electrolytic
     e.  (1)   5 ufd @ 300 VDC electrolytic
     f.  (1)  15 ufd @  35 VDC electrolytic
          (this one is the PA cathode bypass and
           always a source of poor audio problems)
     e.  A bottle of GC Liquid Tape(tm) or equiv. 

Look for physically small caps, like Mylars.
If you're a purist like me, you'll need to unsolder the
wires that connect to the caps.  Some cap terminals take
more then one wire and you need to leave these together, 
or course.  You can cut them loose with a pair of dykes 
if you must.  It makes me cringe, but it's restorable.
DON'T remove the wires or move them!!  Cut just enough to
make sure they don't reconnect to the bad cap.
Cover the bare end of the wires with Liquid Tape(tm).
Try to get enough to "glue" the wires in place, 
but not make a big mess.  Next, trace the wires to their 
connection points and solder the replacement cap from 
that point to ground, using the shortest leads possible.
This has worked well for me when I've used it.

2.  The output of earlier BC-4xx and BC-4xx-A models
were connected for 8000 ohms.  In BC-4xx-B 
models, there is a second terminal for 600-ohm
output.  Some of the older models were retrofitted 
with the new output transformer, as well.  If your
output transformer has a terminal "6", that is the
600-ohm tap.  Move the wire from terminal 3 to 6
if it isn't already.  Get yourself a -QUALITY-
line-to-voice coil xfmr and you're ready.  If you 
use a Ratty-ol shack transformer, you'll get 
Ratty-ol results.

If you have only the 8000 ohm option, look for
a quality, single-ended plate-to-voice-coil transformer.
Any value from 4000 to 14000 will work, but the 
closer you get to 8000 the better it will sound. 
I've seen people replace the original audio output 
transformers with something more "friendly" 
to an 8-ohm speaker. They deserve 
the crummy audio they get. 
Remember, if this was easy, 
it wouldn't be worthy of your efforts.

3.  Mixer, IF and BFO misalignment is a very common source
of trouble with Command Set receivers.  People just
twist the controls for max noise, never for a moment
understanding that they just aligned the IF strip about
100 KCs off freq!  Here's the right way to do it:
(After you replace the bad caps)
     a.  The BFO and IF freqs are printed on the cans.
     Set a properly calibrated receiver in SSB mode 
     on the BFO frequency. Bring it's antenna lead near
     the BFO coil.  Be careful not to get too close to the
     terminals as stray capacitance can pull the oscillator.
     Turn on the Command Set BFO and tune the 
     side control for a zero-beat.
     b.  *Now* you can align the IF trimmers for
     max noise with a clear conscience.  Start at the
     back transformer, #1 first then #2.  Work forward.
     Of course, it's better to use a sig generator.
     Many people misaligned the RF and Mixer stages 
     as well, and a properly aligned IF strip will 
     sound "dead" if that's so.
     c.  I'll cover RF and Mixer alignment in another post.
     It's easy, but the description is long.

After the IF is properly aligned, you can detune the
BFO to one side of the bandpass for SSB reception, just
like you would with any non-product detector receiver.

When all this is done, you should have all the 
high-quality audio you can use.

73 DE Dave Stinson AB5S
arc5@ix.netcom.com



------------------------------

Date: Wed, 20 Aug 1997 12:22:36 -0500 (CDT)
From: arc5@ix.netcom.com
To: boatanchors@sco.theporch.com
Subject: J-36 Bug Information
Message-ID: <1997820114649426962@ix.netcom.com>

Someone was collecting J-36 data.

Mine was rescued from an equipment dump on Enewetok
Island off Alaska in the early 50s. 
Vibroplex Order #10647-WF-43
Date 1-29-43, Serial #12
833 Broadway, New York N.Y.

Black wrinkle base, Lightening Bug type design.
It seems to handle fine to me.  Two speed 
weights of the square variety.
Interestingly, it is chrome, not nickle plated.
I've had people argue with me but it's chrome.

73 DE Dave Stinson AB5S
arc5@ix.netcom.com



------------------------------

Date: Wed, 20 Aug 97 11:53:09 CDT
From: sinned@VNET.IBM.COM
To: boatanchors@sco.theporch.com
Subject: Xtal trade, need 3530kc
Message-ID: <199708201733.MAA17773@sco.theporch.com>

Would anyone consider trading me a 3530kc rock, of any style holder,
for "higher in the band", FT-243 rocks? I've got LOTS of Novice & up
rocks I'd like to trade for lower freqs. I need a 3530, but will trade
for others as well. If I can get this one, I'll only have to buy one
set of the BA Xtal package deal from Phoenix, instead of two sets, and
I'm intent on keeping the "hams are cheap" reputation intact.

I have 160,80,40 meter rocks available.

Thanks,
Dennis W5FRS
sinned@vnet.ibm.com



------------------------------

Date: Wed, 20 Aug 1997 13:01:56 -0500 (CDT)
From: Spencer Petri <spetri@e-tex.com>
To: boatanchors@theporch.com
Subject: More 615/VT235
Message-ID: <m0x1F4u-0001IDC@e-tex.com>

Hello Vacuumites,

It seems the above tube is a UHF triode good to 300 MC with a plate
disipation of 3 watts. Specs were found in a '47 Handbook.




73 de Pete WA5JCI  EM21   "the future will be better tomorrow"
       6 Mtr -- WAS #490, WAC CW, DXCC/91 Countries, VUCC #361/622 Grids
       2 Mtr --  36 States -- VUCC #346/183 Grids                    
       


------------------------------

Date: Wed, 20 Aug 1997 14:34:31 -0400
From: BEN NOCK <G4BXD@compuserve.com>
To: Multiple recipients of l <boatanchors@sco.theporch.com>
Subject: WS No 48 ??
Message-ID: <199708201434_MC2-1DB5-F94E@compuserve.com>

With regard to the 48 set backpack, what is the correct
mic and headphones used with this set ?

I have the correct key but need pointing in the direction of
the other bits. I might well have them here without knowing it,
or I might need to source them otherwise.

If anyone has the handbook and circuit of the set, I would
be obliged of the offer of a copy.

cheers, Ben G4BXD.

------------------------------

Date: Wed, 20 Aug 1997 11:53:15 -0700 (PDT)
From: David Ragsdale <doragsda@polymail.cpunix.calpoly.edu>
To: boatanchors@sco.theporch.com
Subject: Q:  value of Hallicrafters SR-500 Tornado
Message-ID: <199708201853.LAA26003@rubens.artisan.calpoly.edu>

Hello all, I'm looking for guidance on a value range for a Hallicrafters
SR-500 Tornado Transceiver.  Very good condition.  Thanks for any help.

73
Dave
KF6BOM
David Ragsdale, R.E.H.S., Environmental Health and Safety Manager
Risk Management, California Polytechnic State University, San Luis Obispo


------------------------------

Date: Wed, 20 Aug 1997 14:35:45 -0500 (CDT)
From: berg stephen erik <z931086@corn.cso.niu.edu>
To: MNHopkins@aol.com
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: AF-67 on 50MC
Message-ID: <Pine.3.89.9708201451.C21734-0100000@corn.cso.niu.edu>

The AF-68 took care of this problem by including 6 meters.  As I recall, 
they were nice rigs.

73,

Steve WA9JML

z931086@corn.cso.niu.edu


------------------------------

Date: Wed, 20 Aug 1997 14:39:14 -0500 (CDT)
From: berg stephen erik <z931086@corn.cso.niu.edu>
To: George P Sieverson <k9gdt@juno.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: T for Tecraft or "Hon, what's all that noise down there? Are you OK?"
Message-ID: <Pine.3.89.9708201455.D21734-0100000@corn.cso.niu.edu>

I can testify to George's fine results with this converter.  We used to 
chat frequently on 6 meters between Niles and Long Grove Illinois.  

73,

Steve WA9JML

z931086@corn.cso.niu.edu


------------------------------

Date: Wed, 20 Aug 1997 12:34:24 -0700
From: Hal Waite <halwaite@sprintmail.com>
To: doragsda@polymail.cpunix.calpoly.edu
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Q:  value of Hallicrafters SR-500 Tornado
Message-ID: <33FB46C0.23F6@sprintmail.com>

David Ragsdale wrote:
> 
> Hello all, I'm looking for guidance on a value range for a Hallicrafters
> SR-500 Tornado Transceiver.  Very good condition.  Thanks for any help.

The SR-500 covers only the 80-40-20 meter bands which limits its
usefulness.  I believe that the unit uses sweep tubes which are now
expensive and difficult to find.

I prefer the SR-2000 which I have and the 8122 tubes used seem to be
available now at lower prices.

Hal  K3AB

------------------------------

Date: Wed, 20 Aug 1997 16:15:06 -0400 (EDT)
From: "David L. Thompson" <thompson@mindspring.com>
To: boatanchors@sco.theporch.com
Subject: EF Johnson info needed
Message-ID: <1.5.4.16.19970820151906.384f0018@pop.mindspring.com>

Whoever published the article on someone buying out EF Johnson
please re-send to me as The ARRL and the ARRL letter don't know about it and
want to put something in the letter and perhaps QST.

73, Dave K4JRB
thompson@mindspring.com


------------------------------

Date: Wed, 20 Aug 1997 16:51:37 -0500
From: Tom Norris <badger@telalink.net>
To: ab@vuse.vanderbilt.edu, boatanchors@theporch.com
Subject: Re: Testing a 26A7
Message-ID: <3.0.3.32.19970820165137.007db3b0@telalink.net>

At 11:23 AM 8/19/97 -0500, you wrote:
>So I'm messing with my Wart (R-392).  It works real good, but that's
>no reason not to mess with it.  I yanked out the 26A7 to test it
>(after letting it cool for a day or so--geez those puppies get hot)
>and got mixed results.  A little study led to a puzzle.  Here's the
>deal:
>What gives?  Any wisdom?  What does the book for a TV7 say?
>Unfortunately, I only have an I-177 for backup, which doesn't have a 26A7
in its
>book.

Hmmm. Guess I need to pull a 26A7 out of my tube box and take a look
and see just what it does in the TV-7c, but the settings are:


Grid	1	3
Plate	8	4
Scrn	5	5
Cath	2	2
Supr	3	1 (basically just "there" since it is tied to Cath also)

bias - 11 Range D, "Press DIODE and MUT COND at same time" (2&3)
Minimum good value is 28.

For what it's worth....


******************************************************
 Tom Norris KA4RKT
 badger@telalink.net   Nashville, Tennessee, USA
-----------------------------------------------------
  Eagles may soar free and proud, but weasels 
       never get sucked into jet engines.
******************************************************

------------------------------

Date: Thu, 21 Aug 1997 09:54:24 +1200
From: Morris Odell <morriso@vifp.monash.edu.au>
To: boatanchors@sco.theporch.com
Subject: CRT identification
Message-ID: <33FB6790.4ADE@vifp.monash.edu.au>

Hi Gang,

I have a CRT type D18/130GH which came out of a junked cardiac monitor.
It's a 15X10 cm flat faced tube with electrostatic focus & deflection, a
trace rotation coil and spiral pda. I think it ran at 3 kv and am pretty
sure it has a 6.3 volt heater.

I would be grateful for any info anyone has on operating voltages and
pin connections. I can identify some of them by looking at the base but
there's so many little plates and electrodes in there compared to WW2
tubes it's hard to know what they all are.

73 de Morris VK3DOC

------------------------------

Date: Wed, 20 Aug 1997 18:02:43 -0500
From: Doug Hall <dhall@jps.com>
To: boatanchors@theporch.com
Subject: Re: EF Johnson info needed
Message-ID: <199708202302.SAA04749@Netcube.ntwrks.com>


>
>Whoever published the article on someone buying out EF Johnson
>please re-send to me as The ARRL and the ARRL letter don't know about it and
>want to put something in the letter and perhaps QST.
>
>73, Dave K4JRB
>thompson@mindspring.com
>

You can go to http://www.transcrypt.com and read about it. Included there is a copy of the letter of intent for Transcrypt to acquire E.F. Johnson. I think it was dated June 12.
73,
Doug Hall, KF4KL


------------------------------

Date: Wed, 20 Aug 97 22:03:14 UT
From: "Allan Fritsche" <fritsche@msn.com>
To: boatanchors@theporch.com
Subject: Valiant Switch Change-out
Message-ID: <UPMAIL03.199708202218000089@msn.com>

Hey Gang, bought a couple of commercial switches to replace the ones
in the Valiant.   They are made by GC and will look like the originals and
have more current capacity. 
Thats Not why I am writting this thou.
I just discovered I have to take the whole front panel off to replace the 
switches.......i.e., Nut between the chassis and the back side of the front 
panel.

So be it,  I can handle that. But what I would like to do, with the front 
panel
off is to get it repainted around the edges.

Looking from the front, the unit is like new, but the edges have a few 
scraps. And now that the case is full blown like new I would like to get
all the paint done before closing this little guy up.

Any suggestions about how?

Might take to Texas Art Supply and let the Ladies work their magic with
the air brush. ( I have heard they do excellent work) at least on ceramics.

Any adive will be appreciated.
Al
fritsche@msn.com

------------------------------

Date: Wed, 20 Aug 1997 18:25:23 -0400
From: Ed Sieb <esieb@gmsiworld.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: QSL Card Art.
Message-ID: <01BCAD96.71FAE920@dstephen.gmsiworld.com>


On Wednesday, August 13, 1997 6:34 PM, Garey Barrell, K4OAH wrote:
=20
>I am looking for a particular piece of clip art from 50's QSLs for a =
...
>
>It's a silhouette of two cats, one stalking, one sitting on a fence.
>Similar to the heading used on QST "Strays" in the 50's.  The=20
>caption is "If you wanna get results, you gotta make calls."
>
>Any leads to a card or other piece of artwork that I could scan or
>whatever will be appreciated...


I believe that "Brownies" QSL printers may have this type of clip-art in =
stock. I'll check my current Brownies catalog and report back with the =
answer. I'll also provide their address, etc if  the results are =
positive.


73, de Ed   VA3ES/VE2BAQ			(that's Boat Anchor Quality)

[signature block available upon request]

----------



------------------------------

Date: Wed, 20 Aug 1997 15:42:57 -0700
From: Jim Lockwood <jml@innercite.com>
To: boatanchors@theporch.com
Subject: Re: value of Hallicrafters SR-500 Tornado
Message-ID: <3.0.32.19970820154137.006add68@innercite.com>

At 12:34 PM 8/20/97 -0700, Hal Waite wrote:
>David Ragsdale wrote:
>> 
>>  I'm looking for guidance on a value range for a Hallicrafters
>> SR-500 Tornado Transceiver.  Very good condition.  
>
> I believe that the unit uses sweep tubes which are now
>expensive and difficult to find.

This is pretty much on target.  The SR-500 uses a pair of 8236 tubes which
is essentially a 6DQ5 with a graphite anode good for 50 Watts dissipation.
8236 tubes are extremely hard to locate; any potential buyer of an SR-500
should go in with her/his eyes open on this one.

In the time period I had an SR-500 and was in the hunt for 8236 tubes, I
found exactly one (1) and it was bad.   If you want to look for 8236s and
need to know what to look for, imagine a very tall 6146.... metal ring at
the base, anode cap on top, *long* envelope.

Because the 8236s tubes are so very hard to find, IMHO, the value of an
SR-500 is much less than it could be, good condition or otherwise.  I'd
hazard a guess that an SR-500 in perfect condition, with a *good* set of
finals, and the PS-500-AC supply might be fairly valued at $200.   

Don't get me wrong.  

It's a nice radio that sounds simply excellent and, despite the reputation
of the hallicrafters "disaster series" radios, is pretty stable.   I
enjoyed mine while I had it.  But the lack of availability of finals for
the radio is the "killer" problem that limits its value, as far as I'm
concerned.

73,


Jim - km6nk


------------------------------

Date: Wed, 20 Aug 1997 18:53:26 -0400
From: Ed Sieb <esieb@gmsiworld.com>
To: Old Tube Radios <boatanchors@theporch.com>,
        "'john'"
Subject: RE: Apache from hell
Message-ID: <01BCAD9A.58B113A0@dstephen.gmsiworld.com>

Waiddaminnit, waiddaminnit!!!
Wots all this nonsense about Apaches???
I've had my lovely green boatanchor for several years now,  and except =
for some slight, minor  and very acceptable drift (it IS 40 years old, =
ya know!) it works just FB, OM!

Mechanically, it's been virtually problem free,  and only needs =
occasional replacement of #47 pilot bulbs. I suppose there are examples =
of Apaches that were built incorrectly, or abused, but don't paint all =
these fine rigs with the same brush.

And I agree with John.... very reliable. =20
Sorry, you Apache-bashers, but I love mine (and so do my two cats who =
find it a purr-fect place to nap when I'm using it).

73, de Ed   VA3ES/VE2BAQ			(that's Boat Anchor Quality)


[Signature block deleted by order of a higher authority. Available upon =
request.]




------------------------------

Date: Wed, 20 Aug 1997 19:06:42 -0400
From: Ed Sieb <esieb@gmsiworld.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Apache from hell
Message-ID: <01BCAD9C.32BD4720@dstephen.gmsiworld.com>


For George Folse    KB5WWO, and others who have wondered...
Ah, yes... the "Scratchy-Apache"...
Well it's like this. If one tried to adjust the clipper according to the =
Heath manual, one would invariably set the clipping level to high. If =
you used anything other than a hi-z, _DYNAMIC_  mic, the results would =
be very thin, tinny audio. A lot of people tried to use D-104 crystal =
mics, which required a _very high_ impedance (over 1 meg-ohm) for =
correct matching. The input Z of the Apache is only about 500K ohms, and =
does not properly match a crystal D-104 (no pre-amp). The result is =
invariably a very tinny, and grainy sound. The only proper way to adjust =
the clipper in an Apache is with a monitor scope to determine the =
correct setting of the internal mod. level pot. Once that's set to 100% =
on the scope, the mic gain/clipper control works as intended. The =
original, stock Apache was  ideally intended for use with a hi-Z dynamic =
mic. I use a Shure 55 set for hi-z and I get great audio reports. I also =
set the mic level for just a bit of clipping.=20

With this set-up, people are always surprised to hear I'm using an =
Apache. And BTW, it's totally stock, with _NO_ audio mods.

73, de Ed   VA3ES/VE2BAQ			(that's Boat Anchor Quality)


[Signature block deleted due to government regulations.]
----------



------------------------------

Date: Wed, 20 Aug 1997 18:52:13
From: Tom Boyd <tdb@reallink.com>
To: boatanchors@theporch.com
Subject: Stancor P-6170
Message-ID: <3.0.2.16.19970820185213.4eaf891c@reallink.com>

If anyone has the specs on a Stancor P-6170 transformer, I sure would
appreciate it.  It is a power supply transformer which, I think, may have
been used with a 5Z3 rectifier.  Any help appreciated.


------------------------------

Date: Thu, 21 Aug 1997 00:49:32 UTC
From: n5off@w5ddl.aara.org
To: boatanchors@theporch.com
Subject: B-29 Copies
Message-ID: <70459@w5ddl.aara.org>

I attended and aerospace engr. conference in Fort Worth in 1980.  We
had an engineer from LTV as a speaker, and he was around in the 40's.
He said the Russians were so bold as to ask US sources for prop and
brake systems.  They didn't get them.

Doesn't one of these B-29 copies still exist at the Dayton of Russia?

73 Tom

------------------------------

Date: Wed, 20 Aug 1997 21:19:01 EDT
From: kb5wwo@juno.com (George Folse)
To: esieb@gmsiworld.com
Cc: boatanchors@theporch.com
Subject: Re: Apache from hell
Message-ID: <19970820.191104.5063.1.kb5wwo@juno.com>

Ed,
    You are right on the clipper,but I do use a D 104 mic on mine and it
does have ex. audio. Now I only had mine 2 yrs and really don't know if
there are any mods in the rig.
    I think a lot of the problems with the Apache was operator error, and
sometimes you can't really go by the manual. On most Heath rigs later
down the line there were a lot of changes made after they were send out
in the Amateur World.
73s Ed,

George Folse    KB5WWO     kb5wwo@juno.com
630 Dolhonde St.
Gretna,La.70053
504-362-1896     ph/fax
Collector of Heathkit,EF Johnson,and Atwater Kent          AMI#937

------------------------------

Date: Wed, 20 Aug 1997 20:42:06 -0500
From: bdhall@ghg.net (Benjamin D. Hall)
To: GIBSON@ASTRA.LBL.GOV, Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Choice of 455kcs IF
Message-ID: <3.0.32.19970820204123.006e8904@mailman.ghgcorp.com>

>  There is a very good reason for the last digit of the IF frequency being
>a 5. US AM band transmitters are spaced every 10kcs so if two strong local
>stations say 1490 and 1040kcs get on the mixer grid they produce a beat of
>450kcs. Likewise 1490 and 1030kcs produce 460kcs. Always a beat of multiples
>of 10kcs i.e. . . . 440,450,460,470. . . .
>  This way the simple "All American Five" radio avoids birdies with its
>IF of 455kcs.

HHHhmmmnnn!!!  Very interesting...  And timely too - as part of a course I
am taking at work on how to give presentations, I gave a presentation today
about how a superhet radio works, and was wondering why 455 kc was so common.

Thanks for the answer!

73,
Ben
---
Benjamin D. Hall, KD5BYB (yes, the FCC finally issued my call!)
Engine and radio collector / operator extraordinaire.
Located in Houston, Texas, United States of America.
e-mail:  BDHall@ghg.net  web: http://www.ghgcorp.com/bdhall

------------------------------
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